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Green power, hybrid power
SMART MULTIMETER
Model : DM-9983G
* Power supply from generator ( battery is no

need ) or battery power.
* Smart operation, 3 intelligent function : V, , A.
* V : ACV, DCV measurement automatically.
* : Ohm, Diode, Continuity, Cap. automatically.
* A : DCA, ACA, 10A/60mA/600mA.
* Function Key : Hold / Select / Hz / Range.
* Large LCD display, 6,000 counts.
* CAT III-600V, Auto power off.
* Size : 151 x 78 x 43 mm.
* Patented.

SERIES
Green Power
Hybrid Power
Patented 
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Green power, hybrid power
SMART MULTIMETER
Model : DM-9982G
* Power supply from generator ( battery is no

need ) or battery power.
* Smart operation, 2 intelligent function : V, .
* V : ACV, DCV measurement automatically.
* : Ohm, Diode, Continuity, Cap. automatically.
* Large LCD display, 6,000 counts.
* CAT III-600V.
* Auto power off.
* DIY version, easy operation.
* Size : 151 x 78 x 43 mm.
* Patented.

Green power, Hybrid power
CLAMP METER, smart
Model : CM-9942G
* Power supply from generator ( battery is no

need ) or battery power.
* Smart operation,  function : A, V, 
* V : ACV, DCV.
* : Resistance , Diode, Continuity, Capacitance.
* A : ACA ( 600A, 1000A ) with auto range.
* Function key : Hz, Hold.
* Heavy duty, CAT III-600V.
* Patented.

Green power, hybrid power
PHOTO/CONTACT TACHOMETER
Model : DT-2336G
* Power supply from generator 

( battery is no need ) or DC 9 V battery.
* Photo Tach. : 5 to 100,000 RPM.
* Contact Tach. : 0.5 to 19,999 RPM.

Surface speed : m/min., ft/min., inch/min..
* Patented.

Economic type

Smart
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Green power, hybrid power, economic type
SOUND LEVEL METER
Model : SL-3113G
* Power supply from generator ( battery is 

no need ) or DC 9V battery.
* Meet IEC61672 class 2.
* Auto range : 30 to 130 dB.
* A frequency weighting.
* Fast/slow time weighting.
* Peak hold, Data hold.
* Record ( Max., Min. ).
* Economic type, easy operation.
* Optional wind shield ball, SB-01.
* Patented.

Green power, hybrid power, professional
SOUND LEVEL METER 
Model : SL-4113G 
* Power supply from generator ( battery is no need )

or DC 9V battery.
* Meet IEC61672 class 2
* Auto range : 30 to 130 dB.
* Manual range : 3 ranges

30 to 80 dB, 50 to 100 dB, 80 to 130 dB .
* A/C frequency weighting.
* Fast/slow time weighting.
* Peak hold, Data hold.
* Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional wind shield ball, SB-01.
* Patented.

Green power, hybrid power, economic type
PH METER
Model : PH-109G
* Power supply from generator ( battery is no

need ) or DC 9V battery.
* 0 to 14.00 pH x 0.01 pH.
* Accuracy : 0.1 pH ( pH 4 to pH 10 )
* Auto calibration, Data hold, Record.
* Economical type.
* pH electrodes (optional) : PE-01, PE-03, PE-11,

refer to page 70.
* Patented

Green power, hybrid power, professional
PH METER 
Model : PH-209G
* Power supply from generator ( battery is no need )

or DC 9V battery.
* pH : 0 to 14.00 pH, mV : 1,000 mV.
* ATC or Manual temperature compensation.
* Auto calibration, Data hold, Record. 
* RS232/USB computer interface.
* pH electrodes (optional) : PE-01, PE-03, PE-11,

refer to page 70.
* Patented.

SERIES
Green Power
Hybrid Power
Patented 

Economic type

Economic type



95

4 in 1 METER, 
green power, hybrid power
Model : LM-8020G
* Power supply from generator ( battery

is no need ) or DC 9V battery.
* 4 in 1 : Humidity, Anemomete, Light

and Type K Thermometer.
* Anemometer : 0.4 to 25.0 m/s, oC/oF.
* Humidity: 10 to 95 %RH, OC/OF.
* Light : 0 to 20,000 Lux,

0 to 1,860 Ft-cd.
* Type K thermometer : -100 to 1300 oC.
* Data hold, Record ( Max., Min. ).
* patented.

Green power, hybrid power
LIGHT METER
Model : LX-104G
* Power supply from generator ( battery is no

need ) or DC 9V battery.
* Lux, Foot-candle, auto range.
* 0 to 20,000 Lux, 0 to 1,860 Ft-cd.
* Sensor meet C.I.E. spectrum, 2 filters.
* All in one, easy operation.
* Data hold, Record ( Max., Min. ), zero adj..
* Patented.

Green power, hybrid power, type K/J Temp.
DUAL CHANNEL THERMOMETER
Model : TM-928G
* Power supply from generator ( battery is no

need ) or DC 9V battery.
* Type K thermometer : -100 to 1300 oC.
* Type J thermometer : -100 to 1200 oC.
* Max., Min., Memory recall button.
* oC/oF, 0.1o,T1, T2, T1-T2.
* Data hold, Record ( Max., Min. ).
* Optional Temp. probes : TP-01, TP-02A, 

TP-03, TP-04, refer to page 47.
* Patented.

Green power, hybrid power
HUMIDITY/TEMP. METER, + type K Temp.
Model : HT-4006G
* Power supply from generator ( battery is no

need ) or DC 9V battery.
* Humidity meter/%RH : 10 to 95 %RH.
* Humidity meter/Temp. : 0 to 50.0 oC, oC/oF.
* Type K Thermometer : -100 oC to 1300 oC.
* Data hold, Record ( Max., Min. ).
* Patented.

Green power, Hybrid power
ANEMOMETER + type K temperature
Model : AM-4100G
* Power supply from generator ( battery is 

no need ) or DC 9V battery.
* 0.4 to 25.0 m/s, separate probe.
* m/s, ft/min, km/h, mile/h, knots, Temp..
* Type K thermometer : -100 to 1300 oC
* Data hold, Record ( Max., Min. ).
* Patented.

SERIES
Green Power
Hybrid Power
Patented 

Economic type Economic type

Economic type
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SD Card real time data logger
HOT WIRE ANEMOMETER, + type K/J Temp.
Model : AM-4214SD
* Real time data logger, save the data into the
SD memory card and can be down load  to
the Excel, extra software is no need.

* 0.2 - 20.0 m/s, high precision for low air
velocity measurement.

* m/s, ft/min, km/h, knots, mile/h,oC/oF.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Type J Thermometer : -100 to 1200 oC, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Patented.

SD Card real time data logger
ANEMOMETER, + type K/J Temp.
Model : AM-4207SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Air velocity/Temp. measurement, professional.
* 0.5 to 25.0 m/s, ft/min., km/h. knots, mile/h.
* Low friction ball-bearing vane.
* Separate probe, high reliability.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Type J Thermometer : -100 to 1200 oC, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Patented.

SD Card real time data logger
HUMIDITY/TEMP. METER, + type K/J Temp.
Model : HT-3007SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Humidity/%RH : 10 to 95 %RH.
* Humidity/Temp. : 0 to 50.0 oC, oC/oF.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Type J Thermometer : -100 to 1200 oC, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Patented.

SD Card real time data logger
LIGHT METER + type K/J Temp.
Model : LX-1128SD
* Real time data logger, save the data into the SD

memory card and can be down load to the Excel.
* 3 ranges, 2,000/20,000/100,000 Lux.
* Lux & Foot Candle unit selection with default.
* Auto range for light measurement.
* Sensor meet C.I.E. spectrum, 2 filters.
* Separate probe, easy operation.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Type J Thermometer : -100 to 1200 oC, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB, Zero adjust, Patented.

SERIESSD card Data logger
Patented



SERIESHeavy duty
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SD Card real time data logger
PRESSURE METER, full line
Model : PS-9303SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Meter connects with 2, 5, 10, 20, 50, 100, 400
bar sensor, no calibration procedures are
necessary when change a new sensor .

* Bar, PSI, Kg/cm2, inch Hg, mm Hg,
inch H2O, meter H2O, Atmosphere.

* Data hold, Memory ( Max., Min. ).
* RS232/USB computer interface.
* Optional pressure sensor, PS100-xxBAR.
* Patented.

SD Card real time data logger
VIBRATION METER
Model : VB-8205SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Acceleration : 200 m/s2.
Velocity : 200 mm/s.

* Max hold, peak value, data hold.
* Memory ( Max., Min. ).
* RS232/USB computer interface, Patented.
* Vibration sensor is the standard accessory.
Model : VB-8206SD
* The function are same as VB-8205SD

but with the Displacement measurement.

SD Card real time data logger
SOUND LEVEL METER
Model : SL-4023SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Meet IEC61672 class 2
* Auto range : 30 to 130 dB.
* Manual range : 3 ranges

30 to 80 dB, 50 to 100 dB, 80 to 130 dB .
* A/C frequency weighting.
* Fast/slow time weighting,
* Peak hold, Data hold. 
* Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional wind shield ball, SB-01.
* Patented.

SD Card real time data logger
4 channels THERMOMETER
Model : TM-947SD
* Real time data logger, save the data into the SD

memory card and can be down load to the Excel.
* Type K/J/R/S/E/T, Pt 100 ohm, 4 display.
* 4 channels ( T1, T2, T3, T4 ), T1-T2, oC/oF.
* Display 4 channels Temp. at the same time.
* Type K : -100 to 1300 oC.
* Type J : -100 to 1200 oC.
* Pt 100 ohm : -199 to 850 oC.
* oC/oF, 0.1 degree/1 degree.
* Data hold, Record ( max., min. ),
* RS232/USB computer interface, Patented.
* Optional Type K and Pt-100 ohm Temp. probe.

PRESSURE SENSOR for PS-9303SD
Model : PS100-xxBAR
* Optional pressure sensor PS-9303SD
* PS100-2BAR : 2 bar sensor.
* PS100-5BAR : 5 bar sensor.
* PS100-10BAR : 10 bar sensor.
* PS100-20BAR : 20 bar sensor.
* PS100-50BAR : 50 bar sensor.
* PS100-100BAR : 100 bar sensor.
* PS100-400BAR : 400 bar sensor.

SERIESSD card Data logger
Patented
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SD Card real time data logger
CONDUCTIVITY METER  TDS, Salt
Model : CD-4307SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* 3 function : 
Conductivity, TDS, Salt measurement.

* Conductivity : 200 uS/2 mS/20 mS/200 mS.
* Salt : 0 to 12 % salt ( % weight ).
* Automatic temp. compensation.
* It can select Temp. Coefficient of 
measurement solution.

* Separate probe, easy for operation.
* Carbon rod electrode for long life.
* Record ( Max., Min. ), Data hold, zero adjust.
* RS232/USB computer interface.
* Patented.

SD Card real time data logger
pH METER
Model : PH-230SD
* Real time data logger, save the data into the SD

memory card and can be down load to
the Excel, extra software is no need.

* pH : 0 to 14.00 pH. 
* mV ( ORP ) : -1999 mV to 1999 mV.
* Manual temperature compensation.
* ATC ( automatical temperature compensation ) 
via optional Temp. probe ( TP-07 ).

* Auto calbration for pH 7.0, pH 4.0 and pH 10.0.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface. 
* Patented.

SD Card real time data logger
UVA, UVC LIGHT METER, + type K/J Temp.
Model : YK-37UVSD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* UVA,  UVC light measurement.
* Select UVA, UVC function on front panel.
* Professional metallic housing UV light

sensor.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Patented.

SD Card real time data logger
DISSOLVED OXYGEN METER
Model : DO-5512SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* Dissolved oxygen range : 0 to 20 mg/L.
* Auto temp. compensation, Auto Calibration.
* % salt and height value compensation adj..
* The polarographic type oxygen probe with

an incorporated temperature sensor.
* Probe head with diaphragm set and

electrolyte are included.
* Record ( Max., Min. ), Data hold, zero adjust.
* RS232/USB computer interface, Patented.

SERIESSD card Data logger
Patented
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SD Card real time data logger
pH/ORP, DO, CD/TDS, SALT METER
Model : WA-2017SD
* Real time data logger, save the data into the SD

memory card and can be down load to the Excel,
extra software is no need.

* Multi-function : 
pH/ORP, Conductivity/TDS, 
Dissolved oxygen, Salt.

* pH : 0 to 14.00 pH. 
* ORP ( mV ) : 1,999 mV.
* Conductivity : 200 uS/2 mS/20 mS/200 mS.
* TDS : 200/2,000/20,000/200,000 PPM.
* Salt : 0 to 12.0% salt ( % weight ).
* Dissolved oxygen : 0 to 20.0 mg/L.
* ATC ( automatic temperature compensation ).
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional electrode : pH electrode, ORP electrode,

CD/TDS/SALT probe, Dissolved oxygen probe, 
pH ATC probe.

* Patented.

SD Card real time data logger
ENVIRONMENT METER
Model : EM-9300SD
* Real time data logger, save the data into the

SD memory card and can be down load to
the Excel, extra software is no need.

* 4 in 1 : 
Humidity meter, Light meter,
Anemometer, Type K/J thermometer.

* Humidity : 10 to 95 %RH, 0 to 50 oC.
* Light : 0 to 20,000 Lux.
* Anemometer : 0.5 to 25 m/s.
* Type K/J thermometer, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional type K Temp. probes :

TP-01, TP-02, TP-03, TP-04 refer to page 47. 
* Optional sound level adapter : SL-417.
* Patented.

DO
OXPB-11
( optional )

CD/TDS/Salt
CDPB-03
( optional )

pH
PE-03
PE-11
PE-01

( optional )

pH ATC
TP-07

( optional )

SERIESSD card Data logger
Patented
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Real time
SD CARD DATA LOGGER
Model : DL-9602SD
* Real time SD memory card Datalogger, it can

cooperate with most LUTRON instruments if
it build  in the computer interface. 

* Innovation and easy operation,  computer is
not need to setup extra software,  just take
away the SD card from the DL-9602SD and
plug in the SD card into the computer, then
down load the measured value with the time
information ( year/month/date/hour/minute/ 
second ) to the Excel directly.
User can make the further data or graphic
analysis in the Excel by themselves.

* Built-in Clock and Calendar, real time data 
recorder, sampling time set from 1 second to
8 hours 59 minutes 59 seconds.

* Manual datalogger is available ( set the
sampling time to 0 ), during execute the 
manual datalogger function, it can set the 
different place location No.( place 1 to place
99 ).

* SD card ( optional ) capacity : 1 GB to 16 GB.
* Can set max. 9 channels data input with

default.
* DC 1.5V battery ( UM-3 , AA ) x 6 or DC 9V

adapter in.
* LCD with green light backlight, easy reading.
* RS232/USB computer interface.

SERIESSD card Data logger
Patented

UPCB-03 (included)
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SD Card real time data logger
HUMIDITY/TEMP. MONITOR
Model : MHT-381SD
* Monitor with real time data logger, save the measuring data

along the time information ( year, month, date, minute,
second ) into the SD memory card and can be down load to
the Excel, extra software is no need.

* Humidity : 10 to 95 %RH.
* Temperature : 0 to 50.0 oC, oC/oF.
* Show humidity and temperature value in the same LCD.
* Large LCD display, easy readout.
* Low power consumption and long battery life when use

battery power.
* DC 1.5V ( UM-4, AAA ) battery x 6 PCs or DC 9V adapter in.
* RS232/USB computer interface.
* Size : 132 x 80 x 32 mm.
* Patented.

SD Card real time data logger, type K Temp.
THERMOMETER MONITOR, 3 channels
Model : MTM-380SD
* Monitor with real time data logger, save the

measuring data along the time information (
year, month, date, minute, second ) into the SD
memory card and can be down load to the
Excel, extra software is no need.

* Show 3 channels ( CH1, CH2, CH3 ) Temp. 
value in the same LCD.

* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Large LCD display, easy readout.
* Low power consumption and long battery life

when use battery power.
* DC 1.5V ( UM-4, AAA ) battery x 6 PCs or DC

9V adapter in.
* RS232/USB computer interface.
* Size : 132 x 80 x 32 mm.
* Type K probe, TP-01 x 1 PC is included.
* Optional Temp. probes : TP-01, TP-02A, 

TP-03, TP-04, refer to page 47.
* Patented.

SERIESSD card Data logger
SD card Monitor
Patented
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SD Card real time data logger
CO2/HUMIDITY/TEMP. MONITOR
Model : MCH-383SD
* Monitor with real time data logger, save the measuring data along the

time information ( year, month, date, minute, second ) into the SD
memory card and can be down load to the Excel, extra software is no
need.

* CO2 range : 0 to 4000 ppm.
* Humidity : 10 to 95 %RH.
* Temperature : 0 to 50.0 oC, oC/oF.
* Show CO2, humidity and temperature value in the same LCD.
* Large LCD display, easy readout.
* Low power consumption and long battery life when use battery power.
* DC 1.5V ( UM-4, AAA ) battery x 6 PCs or DC 9V adapter in.
* RS232/USB computer interface.
* Size : 132 x 80 x 32 mm.

SD Card real time data logger
HUMIDITY/BAROMETER/TEMP. MONITOR
Model : MHB-382SD
* Monitor with real time data logger, save the

measuring data along the time information ( year,
month, date, minute, second ) into the SD memory
card and can be down load to the Excel, extra
software is no need.

* Humidity : 10 to 95 %RH.
* Temperature : 0 to 50.0 oC, oC/oF.
* Barometer ; 10 to 1100 hPa, mmHg, inHg.
* Show barometer, humidity and temperature value

in the same LCD.
* Large LCD display, easy readout.
* Low power consumption and long battery life when

use battery power.
* DC 1.5V ( UM-4, AAA ) battery x 6 PCs or DC 9V 

adapter in.
* RS232/USB computer interface.
* Size : 132 x 80 x 32 m.

SERIESSD card Data logger
SD card Monitor
Patented



Bench type, RS23/USB, Data logger
pH/ORP, DO, CD/TDS METER
Model : WA-2015
* Professional bench meter for multi-function :

pH/ORP, Conductivity/TDS, 
Dissolved oxygen.

* pH : 0 to 14.00 pH. 
* ORP ( mV ) : 1,999 mV.
* Conductivity : 200 uS/2 mS/20 mS/200 mS.
* TDS : 200/2,000/20,000/200,000 PPM.
* Large LCD with green color backlight.
* ATC ( automatic temperature compensation ).
* Real time 16,000 no. data logger.
* Data hold, Record ( Max., Min. ), RS232
* Optional electrode : 

pH electrode, ORP electrode, CD/TDS probe,
Dissolved oxygen probe, pH ATC probe.

* DC 1.5V ( UM-3, AA ) x 8 PCs or DC 9V adapter in.

SD Card real time data logger
12 channels TEMPERATURE RECORDER
Model : BTM-4208SD
* 12 channels Temperature recorder, use SD

card to save the data along with time
information,  paperless.

* Real time data logger, save the measuring
data along the time information ( year, month,
date, minute, second ) into the SD memory
card and can be down load to the Excel, extra
software is no need.

* Channels no. : 12 channels ( CH1 to CH12 )
temerature measurement.

* Sensor type : 
Type J/K/T/E/R/S thermocouple.

* Auto datalogger or manual datalogger.
* Data logger sampling time range : 1 to 3600
seconds.

* Type K thermometer : -100 to 1300 C
* Show CH1 to CH8 or CH9 to CH12 in the

same LCD.
* Display resolution : 1 degree/0.1 degree.
* Time information :  Year, Month, Date, Hour,

Minute and Second.
* Memory card size : 1 GB to 16 GB.
* Supper large LCD with backlight, easy

reading.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional type K temperature probe : TP-01

TP-02A, TP-03, TP-04, refer to page 47.
* DC 1.5V ( UM-3, AA ) x 8 PCs or DC 9V
adapter in.
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SERIES
Bench type
12 channels Temp. recorder
pH/ORP, DO, CD/TDS

DO
OXPB-11
( optional )

CD/TDS/Salt
CDPB-03
( optional )

pH
PE-03
PE-11
PE-01

( optional )

pH ATC
TP-07

( optional )
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ELECTRODE HOLDER
Model : EH-20
* Electrode holder for most LUTRON pH

electrode and the ATC temperature probe.

Bench type, RS232/USB, Data logger
CONDUCTIVITY METER, TDS
Model : BCT-4308
* Professional bench type meter with large  LCD

display with green color backlight, easy reading.
* Two in one :  Conductivity and TDS ( Total

dissolved solids ), measurement.
* Conductivity : 200 uS/2 mS/20 mS/200 mS.
* It can select Temp. Coefficient of measurement solution.
* ATC for the conductivity/TDS measurement.
* Real time data logger ( record year, month, date,

hour, minute, second ), 16,000 data logger.
* Wide sampling time adjustment.
* Auto data logger, manual data logger.
* RS232/USB computer interface.
* Data hold, Record ( Max., Min. ).
* It can defult auto power off or manual power off.
* DC 1.5V ( UM-3, AA ) x 8 PCs or DC 9V adapter in.

Bench type, RS232/USB, Data logger
pH METER
Model : BPH-231
* Professional bench type meter with large  LCD display with

green color backlight, easy reading.
* pH and mV ( ORP ).

pH : 0 to 14.00 pH, ORP : 1999 mV.
* pH measurement can select ATC or manual Temp. adjustment.
* High input impedance.
* Auto calibration for  pH 7, pH 4 and pH 10 or other value.
* Real time data logger ( record year, month, date,

hour, minute, second ), 16,000 data logger.
* Wide sampling time adjustment.
* Auto data logger, manual data logger.
* RS232/USB computer interface.
* Data hold, Record ( Max., Min. ).
* It can defult auto power off or manual power off.
* DC 1.5V ( UM-3, AA ) x 8 PCs or DC 9V adapter in.

SERIESBench type
pH/ORP, Conductivity/TDS

pH electrode 
(optional)
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INSULATION TESTER, + DMM
Model : DI-6400
* Auto-range and multi-function.
* Insulation measurement ranges:

1. 4/40/400/4000 M ohm, auto range
( 250 V, 500 V, 1000 V )

2. 4/40/400 M ohm, auto range
( 100 V )

* Build in the ACV & DCV & OHMS function :
DCV ( 600.0 V ), ACV ( 600.0 V ),
OHM ( 400.0 ohm, 4,000 ohm, auto range ).

* CAT III 1000V.
* Automatic zero adjust & automatic circuit discharge.
* Lock & Test functions, safety and easy operation.
* Precision resistance measurement with auto-range,

useful for measuring low resistance value such as
motor windings, relay coils etc.

* A continuity beeper is equipped in OHM range.
* Jumbo LCD display allows clear read-out.
* LSI-circuit provides high reliability and durability.
* Built-in over-input and low battery indication.
* Battery operating easily to carry with user.
* Overload protection for each range.
* Durable & portable housing case with the front rubber

protection cover.
* Heavy duty test leads with the alligators.
* RS-232/USB computer interface.
* Powered by AA DC 1.5 V X 8 batteries or DC 9V adapter.

WATT/Leakage METER
Model : DW-6160
* Measurement : 

WATT ( AC ) :  2500 W x 0.1 W/1 W. 
Leakage current ( AC ) : 20.00 mA x 0.01 mA. 
ACV :  600.0 V x 0.01 V/0.1 V. 
ACA :  10.00 A x 0.001 A/0.01 A. 
DCV :  600.0 V x 0.01 V/0.1 V. 
ohm : 20.00 K ohm x 0.001 K ohm/0.01 K ohm. 

* Low Watt measurement : 
1.0 to 999.9 Watt x 0.1 Watt. 

* True Power and wide range : 0 to 2500 Watt.  
* Leakage current ( AC mA ) detection. 
* Auto range. 
* Continuity beeper. 
* Large LCD , dual value display. 
* Memory Record  ( Max., Min. ). 
* Data Hold. 
* RS232/USB computer interface. 
* Power : DC 1.5V ( UM-3, AA ) x 8 PCs 

or DC 9V adapter in. 

SERIESInsulation
Watt/leakage
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SD Card real time data logger
3 PHASE POWER ANALYZER
Model : DW-6092
* Analysis for 3 phase multi-power system,

1P/2W, 1P/3W, 3P/3W, 3P/4W
* Voltage & Current are the True RMS value.
* True Power ( KW MW GW ).
* Apparent Power ( KVA MVA GVA ).
* Reactive Power ( KVAR MVAR GVAR).
* Watt-Hour ( WH SH QH PFH ).
* Power Factor ( PF ) Phase Angle ( ø ).
* Voltage range : 10 to 600 ACV.
* Current range: 0.2A to 1200 ACA.
* Programmable CT ratio ( 1 to 600 ) and 

PT ratio ( 1 to 1000 ).
* ACV input impedance is 10 Mega ohms.
* Safety Standard : IEC 1010, CAT III 600V 
* Built-in clock and Calendar, real time data

record with SD memory card , sampling 
time set from 2 to 7200 seconds. Just slot 

in the SD card into the computer, it can
down load the all the measured value with
the time information ( year, month, data,
hour, minute, second ) to the Excel directly,
then user can make the further data
analysis by themselves.

* Powered by AA DC 1.5 V X 8 batteries
( Alkaline type ) or DC 9V adapter.

* Complete set with 4 PCs Test Leads, 4 PCs
Alligator clips, 3 PCs Clamp Probe,  AC to 
DC 9V adapter, 2 G SD memory card and 
Carrying bag.

* Computer data output, can cooperate with
optional USB Cable/USB-01, RS232
cable/UPCB-02 and Data Acquisition
software, SW-811.

SERIES3 phae power analyzer
SD card Data logger

Clamp Probe, A1, A2, A3
CP-1200
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5 in 1 METER
Model : LM-8102
* 5 function : Sound level, Humidity, Anemometer Light and 
Type K thermometer.

* Sound level meter : 30 to 130 dB, auto range.
* Humidity : 10 to 95 %RH, Temp. ( oC/oF ).
* Anemometer : 0.4 to 30 m/s, Temp. ( oC/oF ).
* Light : 0 to 20,000 Lux, 0 to 1,860 Ft-cd, auto range.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Sound level meter meet IEC 61672 class 2.
* Data hold, Record ( Max., Min. ), RS232/USB.
* Optional type K Temp. probe : TP-01, TP-02A, TP-03, TP-04.
* Optional wind shield ball, SB-01.

4 in 1 METER
Model : LM-8100
* 4 function : 

Humidity/Temp. measurement
Anemometer/Temp. measurement 
Light measurement 
Type K Thermometer

* Humidity : 10 to 95 %RH, Temp. ( oC/oF ).
* Anemometer : 0.4 to 30 m/s, Temp. ( oC/oF ).
* Light : auto range.

0 to 20,000 Lux, 0 to 1,860 Ft-cd. 
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Optional type K Temp. probe : TP-01, 

TP-02A, TP-03, TP-04, refer to page 47.
* Compact housing, easy carryout.



SERIESPen type meter
CO, CO2, pH, UV, VB
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CO METER, pen type
Model : PCO-350
* CO ( Carbon monoxide ), Temperature.
* CO range : 0 to 1,000 ppm.
* Temperature. : 0 to 50 oC, oC/oF.
* CO response time : 30 seconds.
* Data hold.
* Alarm beeper.
* DC 1.5V battery ( UM-4, AAA ) x 4.
* Pen type easy carryout.

PEN VIBRATION METER
Model : PVB-820
* Function : Acceleration, Velocity.
* Acceleration : 200 m/s2, 20.00 G.
* Velocity : 200 mm/s, 20.00 cm/s.
* Frequency : 10 Hz to 1 KHz.
* Data hold.
* Meet ISO2954.
* DC 1.5 V battery ( UM-4, AAA ) x 4 PCs.
* Pen type easy carryout.

O2 METER, pen type
Model : PO2-250
* O2 ( Oxygen in air ), Temperature.
* O2 range : 0 to 30.0 % x 0.1 %.
* Temperature. : 0 to 50 oC, oC/oF.
* Measurement response time : 30 seconds.
* Pen type, easy operation and carryout.
* DC 1.5V battery ( UM-4, AAA ) x 4.
* Pen type easy carryout.

build ATC sensor, economic type
PEN pH METER
Model : PH-223
* 0 to 14.00 pH.
* ATC ( auto temperature compensation ).
* Auto calibration for pH 4, pH 7 or pH 10.
* Meter with pH electrode, all in one.
* IP-67, water proof.
* Easy replacement for the pH electrode.
* Pen type, easy operation carry out.
* pH 4, pH 7 standard solution are included.
* DC 1.5V battery ( UM-4, AA ) x 4, long life.
* Pen type easy carryout.

UV METER, Pen type
Model : PUV-360
* Spectrum : 290 nm to 390 nm
* UVA & UVB measurement.
* Calibration is under UVA standard light   

( black light ).
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* Power : DC 1.5V ( UM-4, AAA ) X 4 PCs.
* Pen type easy carryout.
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Green power, Hybrid power
CLAMP METER, smart
Model : CM-9942G
* Power supply from generator ( battery is no

need ) or battery power.
* Smart operation, function : A, V, .
* V : ACV, DCV.
* : Resistance , Diode, Continuity, Capacitance.
* A : ACA ( 600A, 1000A ) with auto range.
* Function key : Hz, Hold.
* Heavy duty, CAT III-600V.

SMART CLAMP METER
Model : CM-9941
* Heavy duty, CAT III 600V.
* Smart operation, Build in 3 intelligent function :

A, V, , Hz
* V function can choose the ACV, DCV

automatically with auto range.
* function can choose the Resistance ,

Diode, Continuity beeper, Capacitance
automatically with auto range.

* A function can measure ACA ( 60A, 600A ) with
auto range.

* 6,000 counts display.
* 28 mm measuring conductor size.
* Size : 178 x 64 x 33 mm.

USB/RS232, True RMS
2000 A DCA/ACA CLAMP METER + DMM
Model : CM-9930R
* RS232/USB computer interface.
* Heavy duty, CATIII-1000V.
* 4,000 counts.
* Auto range, Panel water resistance.
* ACA(2000A, 400A), DCA(2000A, 400A),

DCV, ACV, Capacitance, Frequency,
Duty cycle, Relative, Continuity, ohms.

* 50 mm measuring conductor size.
* 400 uA - 400 mA small direct current input.
* Size : 255 x 73 x 38 mm.

SERIESClamps, Green power
Smart, RS232/USB

RS232/USB

Smart

Green Power

and Smart
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digital synthesis, high intensity light
STROBOSCOPE
Model : DT-2349
* Digital synthesis circuit, high stability

and easy adjustment.
* Range : 60 to 32,000 RPM.
* Adjustment resolution : 0.1 RPM/1 RPM.
* High intensity light.
* DCV power supply via external AC/DC

adapter or can be used the optional
recharge batteries.

* Setting button : digital rotate button, X 2
button, 2 button, + button, - button,
easy to adjust the desired RPM.

digital synthesis, high intensity light
STROBOSCOPE
Model : DT-2249A ( AC 110V )
Model : DT-2249A ( AC 220V or 230 V )
* New generation Stroboscope.
* Digital synthesis circuit, high stability and high

adjustment resolution.
* Range : 60 to 32,000 RPM.
* Adjustment resolution : 0.1 RPM ( 1,000 RPM ), 

1 RPM ( 1,000 RPM )
* High intensity light.
* Setting button : digital rotate button, X 2 button, 

2 button, + button, - button, easy to adjust the
desired RPM.

SERIESStroboscope
Digital synthesis

Digital Synthesis

Digital Synthesis
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EMF TESTER
Model : EMF-832
* The EMF tester is designed to provide user a

quick, reliable and easy way to measure
electromagnetic field radiation levels around
power lines, home  appliances and industrial
devices.

* Unit : mG ( milli-Gauss ), micro Tesla.
* Measurement range :

200 /2,000 /20,000 mG.
20/200/2,000 micro Tesla.

* EMF Band width 30 Hz to 300 Hz.
* LCD with green color backlight, easy read on 

the dark environment.
* Data hold, auto power off.
* Power : 006P DC 9V battery.

MICRO WAVE LEAKAGE DETECTOR
Model : EMF-810
* Operating frequency range : 2.45 GHz 50 MHz.
* Measurement range : 0 to 1.999 mW/cm2.
* Peak hold function is used to latch the max.

measuring value. 
* Buzzer will sound if the measuring value 

>1 mW/cm2.
* LCD Display with green color backlight.
* Application for measuring the EMF value

of micro-wave frequency precisely.
* Useful equipment to detect the leakage of

micro wave oven.

SERIESMicro wave leakage
EMF
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heavy duty, professional
TORQUE WRENCH, 1000 Kg-cm
Model : TQ-8803
* Professional and Heavy duty torque wrench.
* Range : 1000 Kg-cm, 9,800 Newton-cm.
* Unit : Kg-cm, LB-inch and Newton-cm.
* Auto data hold function to freeze the last

measurement reading.
* Size of square drive :

3/8 inch square  ( 9.53 mm square ).
* LCD display with backlight, easy readout.
* Auto shut off circuit to save battery life,
* Microcomputer circuit, high performance.
* Metallic heavy duty & compact housing case.
* Size : 450 mm x 55 mm x 37 mm.
* Power supply : 

DC 1.5V battery ( UM-4, AAA ) X 4 PCs.
* Soft carrying case is included.

SERIESTORQUE WRENCH



SERIESUV light, UVA, UVC
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Professional
UVA LIGHT METER
Model : YK-365UVA
* Long wave 365 nm ultra-violet irradiance

measurement.
* Professional UVA light meter, used to measure 

the UVA irradiation value under the UVA light 
source ( black light ).

* UVA sensor structure use metallic housing case.
* 2 ranges : 2 mW/cm2 x 0.001 mW/cm2.

20 mW/cm2 x 0.01 mW/cm2.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.

UV METER, Pen type
Model : PUV-360
* Calibration is under UVA light.
* Spectrum : 290 nm to 390 nm
* UVA & UVB measurement.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* Power : DC 1.5V ( UM-4, AAA ) X 4 PCs.

UV LIGHT METER
Model : YK-35UV
* Spectrum : 290 nm to 390 nm
* UVA & UVB measurement.
* Calibration is under UVA.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.

Professional
SD Card real time data logger
UVA, UVC LIGHT METER
Model : YK-37UVSD
* Real time data logger, save the data into the SD

memory card and can be down load to the Excel.
* UVA,  UVC light measurement.
* Select UVA, UVC function on front panel.
* Professional metallic housing UV light sensor.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.Professional

UVC LIGHT METER
Model : YK-254UVC
* Short wave 254 nm ultra-violet irradiance 

measurement.
* Professional UVC light meter, used to measure the

UVC irradiation value under the UVC light source.
* UVC sensor structure use metallic housing case.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.

UV LIGHT METER, pocket
Model : UV-340A
* Calibration is under UVA light.
* Spectrum : 290 nm to 390 nm
* UVA & UVB measurement.
* 2 ranges :

2 mW/cm2 x 0.001 mW/cm2.
20 mW/cm2 x 0.01 mW/cm2.

* Pocket size separate probe.
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TURBIDITY METER
Model : TU-2016
* Range : Auto range, two ranges, 
0.00 to 50.00 NTU, 50 to 1,000 NTU. 

* Resolution : 0.01 NTU/1 NTU. 
* Accuracy : 5 % F.S. or 0.5 NTU. 
*  NTU ( Nephelometric TURBIDITY Unit )

measuring unit.
* The unique optics structure, enables the

instrument to read low value of TURBIDITY to
the high level up to 1,000 NTU. 

*  Jumbo LCD, easy readout.
* Light source : LED, 850 nm. 
* Record ( Max., Min. ), Data hold.  
* Power : 1.5 V battery ( UM-4/AAA ) x 6 PCs. 
* 0 NTU and 100 NTU Calibration solution are 

included. 
* Designed to meet ISO 7027. 
* Application : Test municipal water, food and

beverage water, or other aqueous solution
where fluid clarity is important. 

Free and Total
CHLORINE METER
Model : CL-2006
* Free chlorine, total Chlorine measurement. 
* Range : 0 to 3.5 ppm ( mg/L ). 
* Range : Auto range. 
* Measuring principal : Photo meter method. 
* Light source : LED, 525 nm. 
* Splash waterproof on the front panel. 
* Jumbo LCD, easy readout. 
* Record ( Max., Min. ), Data hold. 
* 1.00 ppm Free and Total standard solution are

included, easy calibration. 
* 10 PCs Free and Total powder DPD are included. 
* The measuring method is an adaptation of the

USEPA Method 330.5 for waste water and
Standard Method 4500-CI G for drinking water. 

* Power : 1.5 V battery ( UM-4/AAA ) x 6 PCs. 
* Application : Test  swimming pool, municipal water,

food and beverage water,  or other aqueous
solution. 

SERIESTURBIDITY 
CHLORINE
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HIGH PRECISION MILLIOHM METER
Model : MO-2013
* Professional bench type milliohm meter.
* 20 m /200 m /2 /20 /200 /2 K /20 K ohm.
* 20,000 counts, Jumbo LCD with back light.
* Hi / Lo warning. 
* 4 wires terminals, Kelvin clips are included. 
* Best resolution : 0.001 milliohm.
* Judgment output : Low/Good/High port,

used for the automatic machine to select
the components ( good or no good ).

* Power : AC 110V or AC 220 V/AC230 V.

HUMIDITY CONTENT PROBE 
Model : MS-71P
* Standard accesory ( included ) for MS-7011

HUMIDITY CONTENT METER, + type K Temp.
Model : MS-7011
* Complete set, meter + humidity probe ( MS-71P ).
* Stainless Humidity content probe, used to measure

the humidity content value for the materials of Grain,
Corn, Rice. Cotton, Paper...

* Function : Humidity content , Dew point, Type K Thermometer.
* Humidity content : 10 to 95 %RH.
* Type K Temp. : -100.0 to 1300.0 oC
* Thin-film capacitance sensor for humidity content measurement.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface.
* Probe (MS-71P ) size : 10 mm Dia. x 600 mm length.

SERIESHUMIDITY CONTENT
MILIIOHM METER
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100 Hz, 1 KHz
LCR METER, professional, RS232/USB
Model : LCR-9073A
* Professional portable LCR meter.
* Microprocessor circuit.
* Test frequency : 100 Hz, 1 KHz.
* L : 5 ranges, 2 mH to 20 H.

C : 6 ranges, 2 nF to 200 F.
R : 6 ranges, 200 ohm to 20M ohm.

* LCD back light on/off control.
* RS232/USB computer interface.
* Size : 204 x 90 x 36 mm.

Non-contact Temp. measurement, 
FOREHEAD IR THERMOMETER
Model : TM-966
* Non-contact temperature measurement,  32.0 oC to 42.0 oC 

precision for forehead no contact temperature measurement.
* 0.1 degree resolution.
* Useful instrument to find the not normal ( extra higher ) human

body temperature in the crowd quickly.
* Automatic data hold.
* Back light LCD display., easy readout.
* Red LED light guide, safety.
* Gun type, heavy duty & compact housing case.

SOUND LEVEL METER, 
auto range +Type K/J Thermometer. 
optional Humidity, Light, Anemometer
Model : SL-4112
* 30-130 dB, auto range, manual range.
* Frequency and time weighting meet 

IEC 61672 class 2.
* A or C frequency weighting.
* Fast/Slow time weighting, peak hold.
* Data hold, Record ( max., min. ).
* AC output, RS232/USB interface.
* Data logger.
* Optional data transmission software, 

SW-DL2005.

* Type K Temp. : -100 to 1300 oC, oC/oF.
* Type J Temp. : -100 to 1200 oC, oC/oF.
* Optional probe ( EM-900P ) :

Humidity/Temp., Light and Anemometer.
* Optional type K Temp. probe : 

TP-01, TP-02A, TP-03, TP-04. 
* DC 1.5V battery ( UM-4, AAA ) x 6 

or DC 9V adapter in.
* Optional wind shield ball, SB-01.
* Patented.

SERIESSOUND, LCR
FORHEAD IR

EM-900P ( optional )
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CO2 METER, + Humidity, Temperature.
Model : GCH-2018
* Function : CO2 ( Carbon dioxide )

Humidity, Dew point, Temp. (oC/oF)
* CO2 range : 0 to 4,000 ppm.
* Humidity range : 10 to 95 % RH.
* CO2 sensor : NDIR, long term reliability.
* CO2 with alarm setting.
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface .

CO2 METER, Temperature.
GC-2028
* CO2 range : 0 to 4,000 ppm.
* CO2 sensor : NDIR, long term reliability.
* CO2 with alarm setting.
* Function : CO2 ( Carbon dioxide ), 

Temp. (oC/oF)
* Data hold, Record ( Max., Min. ).
* RS232/USB computer interface .

CO METER, pen type
Model : PCO-350
* CO ( Carbon monoxide ), Temperature.
* CO range : 0 to 1,000 ppm.
* Temperature. : 0 to 50 oC, oC/oF.
* CO response time : 30 seconds.
* Alarm beeper. 
* Data hold.
* DC 1.5V battery ( UM-4, AAA ) x 4.
* Pen type, easy carryout.

O2 METER, pen type
Model : PO2-250
* O2 ( Oxygen in air ), Temperature.
* O2 range : 0 to 30.0 % x 0.1 %.
* Temperature. : 0 to 50 oC, oC/oF.
* Measurement response time : 
30 seconds.

* DC 1.5V battery ( UM-4, AAA ) x 4.
* Pen type, easy carryout.

CO METER
Model : GCO-2008
* CO ( Carbon monoxide ), Temperature.
* CO range : 0 to 1,000 ppm.
* Temperature. : 0 to 50 oC, oC/oF.
* CO response time : 30 second.
* CO with alarm setting.
* Data hold. 
* Record ( Max., Min. ).
* RS232/USB computer interface.
* 1.5 V battery ( UM-4/AAA ) x 6 PCs 

or DC 9V adapter in.

SERIESCO2, Humidity
CO, O2
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Wide range, general purpose
AC/DC MAGNETIC METER
Model : MG-3002
* Wide range, general purpose magnetic measurement.
* Unit : G ( Gauss ), mT ( milli Tesla ).
* DC/AC magnetic measurement.
* DC Range : 300.00 mT/3000.0 mT.
* AC Range : 150.00 mT/1500.0 mT.
* Resolution : 0.01 mT/0.1 mT, 0.1 G/1 G.
* DC polarity : N/S.
* Sensor : Hall sensor.
* Zero, Data hold. Record ( Max., Min. ).
* RS232/USB computer interface.
* DC 9V battery ( 006 P) x 1 PC or DC 9V adapter.

Precision AC/DC MAGNETIC METER
PRECISION MILLI GAUSS METER
Model : GU-3001
* Precision magnetic measurement, use the

high sensitivity gauss sensor,  it can detect
the magnetic fields as small as less than 1
milligauss.

* Measurement : mG ( milli Gauss ), 
uT ( micro Tesla ).

* Wide measure range : 3,000 milligauss.
* DC/AC magnetic measurement.
* Resolution : 0.1 mG/1 mG, 0.01 uT/0.1 uT.
* Sensor : High sensitivity gauss sensor.
* Data hold. Record ( Max., Min. ).
* RS232/USB computer interface.
* 1.5 V battery ( UM-4/AAA ) x 6 PCs or

DC 9V adapter.
* Wide application for industrial, mechanical,

material, electrical, laboratory field  to check
the material contains magnetic field value.

SERIESAC/DC Magnetic
Precision Milligauss
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3 Axis RF Electromagnetic Field Meter
100 KHz to 3 GHz, 2 probes, professional
Model : EMF-839
* 3 axis probe structure, professional

RF frequency electromagnetic
field tester.

* Frequency range : 100 KHz to 3 GHz.
* Unit : V/m, W/m2, mW/cm2.
* Measuring range :

0 to 199.99 V/m,
0 to 99.999 W/m2,
0 to 9.9999 mW/cm2

* Probe 1 ( low frequency probe ) :
100 KHz to 100 MHz, Model EP-04L.

* Probe 2 ( high frequency probe ) :
50 MHz to 3 GHz, Model EP-03H.

* Data hold, peak hold.
* Record ( Max., Min. value ).
* Peak hold function to latch peak value.

* Data hold function to lock the current reading.
* RS232/USB computer interface.
* Real time data logger, build in clock ( hour-min.-sec.,

year-month-date ).
* Auto or manual data record, 16,000 Data logger no.
* Alarm value setting.
* Complete set with two probes, EP-04L,

EP-03H and hard carrying case.
* Application :

EMF-839 is professional RF EMF tester, used for 
broadband devices of monitoring high frequency
radiation in the range electromagnetic field strength
measurement of the Mobil phone, cell phone base
station, micro wave leakage...

3 Axis RF Electromagnetic Field Meter
50 MHz to 3 GHz, general purpose, one probe
Model : EMF-819
* 3 Axis RF EMF tester, general purpose application. 
* Frequency range up to 3 GHz,  for monitoring the

wide range radio frequency EMF value or
detect the micro wave leakage.

* Measuring range : 0 to 199.99 V/m,
0 to 99.999 W/m2

0 to 9.9999 mW/cm2

* Data hold, Peak hold. Record ( Max., Min. value ).
* Frequency Probe, EP-05H is included .
* Hard carrying case is included..
* RS232/USB computer interface.
* Large size LCD,  Microcomputer circuit.
* Powered by DC 9V battery or DC 9V adapter.

EP-04L 
Low frequency probe
100 KHz to 100 MHz

EP-03H 
High frequency probe
50 MHz to 3 GHz

SERIESRF (Radio Frequency)
Electromagnetic Field Meter



MANOMETER, 200 mbar,
differential input

Model : PM-9102
* Dual & differential input, 200 mbar

x 0.1 mbar.
* Unit : mbar, PSI, Kg/cm2, inch/Hg,

mm/Hg, inch/H2O, meter/H2O,
Atmosphere.

* Data hold, Memory ( Max., Min. ). 
* RS232/USB computer interface.
* Application : Industrial, laboratory,

schools, heating, ventilation,
hospital, medical... .

* Size : 180 x 72 x 32 mm.

LCD display
3 PHASE ROTATION TESTER
Model : RT-616
* Large LCD display with back light, easy to read

under the strong light or the dark environment.
* Electronic ( not mechanical ) rotation test, high

reliability.
* 3 phase rotation detector.
* Input : 100 - 660 V AC, 45 to 70 Hz.
* Custom one-chip of microprocessor circuit
* 3 heavy duty alligator clips are included.
* Power supply : DC 9V 006P battery.

pH MONITOR
Model : PH-321M
* 0 to 14.00 pH x 0.01 pH.
* Accuracy : 0.1 pH ( pH 4 to pH 10 ).
* Auto calibration for pH 4, pH 7 or pH 10.
* LCD display with back light
* Power supply : DC 9V adapter in.
* Application : Aquarium or general purpose

pH monitor usage.
* pH electrodes (optional) : PE-01, PE-03,

PE-11, PE-21, refer to page 70.

glass body
HEAVY DUTY pH ELECTRODE
Model : PE-02
* Glass body heavy duty and long life pH

electrode.
* Professional, Laboratory, high quality & field

usage.
* 0 to 14 pH.
* BNC connector.
* Size : 15 mm Dia. x 150 mm.

glass body
PLANE pH ELECTRODE
Model : PE-08
* Professional plane pH electrode, application for

Laboratory, high quality & field usage, such as s
skin, food... pH measurement.

* 0 to 14 pH.
* Glass body with BNC connector.
* Size : 15 mm Dia. x 137.5 mm.

120

SERIESManometer, Rotation Tester
pH Monitor, pH Electrode
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ANEMOMETER PROBE
Model  :  HD-200PAL
* Plug in the HD-200PAL to be used as a

professional Anemometer.
* Range : 0.4 to 25.0 m/s x 0.1 m/s.
* Unit : m/s, ft/min., km/h. mile/h, knots, oC/oF.
* Temperature : 0 to 50.0 oC x 0.1 oC.

32 to 122 oF x 0.1 oF.

HUMIDITY PROBE 
Model  :  HD-200PRH
* Plug in the HD-200PRH to be used as a

professional Humidity/Temp. meter.
* Humidity : 10 to 95 %RH, 0.1 %RH.
* Temperature : 0 to 50.0 oC x 0.1 oC.

32 to 122 oF x 0.1 oF.

TYPE K TEMPERATURE PROBE
TP-01 : -40 to 250 oC, Naked-bead.
TP-02A : -50 to 900 oC, 3.2 mm Dia. x 10 cm.
TP-03 : -50 to 1000 oC, 8 mm Dia. x 10 cm.
TP-04 : -50 to 400 oC, surface probe.

LIGHT PROBE 
Model  :  HD-200PLX
* Plug in the HD-200PLX to be used as a 

professional Light meter.
* Lux : 0 to 20,000 Lux, auto range.
* Feet-candle : 0 to 1,860 Ft-cd, auto range.
* Unit : Lux, Foot-candle ( Ft-cd ).

INTELLIGENT METER
Model  :  EM-9200
* Meter build in the type K/J thermometer 

with " plug and play " function.
* Type K thermometer : -100 to 1300 oC, oC/oF.

Type J thermometer : -100 to 1200 oC, oC/oF.
oC/oF, 0.1degree.

* Be plugged with optional " plug & play " probes :
HD-200PRH, HD-200PAL, HD-200PLX, SL-407
to be used a professional Humidity meter.
Anemometer,  Light meter, Sound level meter.

* RS232/USB interface, Hold, Memory record.
* Type K Temp. probe ( optional ) : 

TP-01, TP-02A, TP-03, TP-04.

SOUND ADAPTER
Model  :  SL-407
* Plug in the SL-407 to be used as a professional

sound level meter.
* Frequency and the weighting meet IEC 61672, class 2.
* A frequency weighting.
* Range : 3 ranges, 30 to 130 dB.
* External calibration adj. VR.

SERIESIntelligent Meter
Heavy Duty
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4 in 1 + Air  flow
Anemometer, Air flow, Humidity meter
Light Meter, Type K Thermometer
Model : LM-8010
* Humidity : 10 to 95 %RH, oC/oF
* Anemometer : 0.4 to 30.0 m/s.
* Anemometer unit : m/s, km/h, MPH, knots, ft/min, oC/oF.
* Air flow ( CMM, CFM ).
* Light : 0 to 20,000 Lux, 0 to 1,860 Ft-cd, auto range.
* Type K Thermometer : -100 to 1300 oC, oC/oF.
* Data hold, Record ( Max., Min. )
* Tiny bone shape with light weight and small size.

600 g x 0.01 g, high precision
DIGITAL BALANCE
Model : GM-610P
* High precision balance.
* Capacity : 600 g x 0.01 g
* Unit : gram, oz.
* Auto self-calibration, counting function.
* RS-232/USB computer interface.
* 6 x 1.5V UM-3 batteries or AC adapter.
* Platform size : round, 120 mm Dia.

HARD CARRYING CASE
Model : CA-08
* Large hard carrying case.
* Size : 370 x 310 x 115 mm
* ABS plastic housing.

ELECTRODE HOLDER
Model : EH-20
* Electrode holder for most LUTRON pH

electrode and the ATC temperature probe.

SERIES4 in 1, Electrode Holder
600 g Balance, Hard carrying case



RPM CONTROLLER/MONITOR
Model : PDT-2250
* 5 to 100,000 RPM ( 0.1rpm, <1,000 rpm ).
* Control setting, Hi/Lo alarm setting.
* Control relay output, alarm relay output.
* Power : 90 ACV to 264 ACV, 50/60 Hz.
* RS-232/USB computer interface.
* DIN size : 96 x 48 mm. Depth : 107 mm.
* Optional proximity sensor PX-01.
* Optional photo sensor PI-06.

PANEL HUMIDITY/TEMP. METER
Model : PHT-3109
* Humidity : 10 to 95 %RH.
* Temperature  :  0 to 60 oC.
* Resolution : 0.1 %RH, 0.1 degree.
* Humidity control setting, Temp. control setting.
* Humidity control relay output, Temp. control relay output.
* Power : 90 ACV to 264 ACV, 50/60 Hz.
* RS-232/USB computer interface.
* DIN size : 96 x 48 mm. Depth : 107 mm.
* Accessory included : Humidity/Temp. probe. 

RS232 CONTROLLER/MONITOR
Model : PRS-2321
* Cooperate the LUTRON instruments ( build in the

RS232 interface ), the panel meter will show all the
measuring value.

* U1 control setting, U2 control setting.
* U1 control relay output, U2 control relay output.
* U1, U2, U3 display.
* Power : 90 ACV to 264 ACV, 50/60 Hz.
* RS-232/USB computer interface.
* Interface cable UPCB-03 is included.
* DIN size : 96 x 48 mm. Depth : 107 mm.

PX-01
(optional)

PI-06
(optional)

PH CONTROLLER/MONITOR
Model : PPH-2108
* 0 to 14 pH x 0.01 pH.
* ATC ( automatic temperature compensation ).
* Manual temperature compensation adjustment.
* pH control setting, Temp. control setting.
* pH control relay output, Temp. control relay output.
* Power : 90 ACV to 264 ACV, 50/60 Hz.
* RS-232/USB computer interface.
* DIN size : 96 x 48 mm. Depth : 107 mm.
* Optional pH electrodes, ATC probe.

4-20 mA Controller/Alarm/Indicator
Model : CT-2012
* Input : 4-20 mA DC, linear.  
* User can default the desired display value between -1999 to 9999 (

decimal  point can be selected to DP1, DP2, DP3 ) and all the preset data
will be saved  into the memory circuit permanently.  

* When CT-2012 cooperate LUTRON's 4 to 20 mA transmitters, whole
system will become the high performance Controller/Alarm/Indicator for
following measuring functions : Humidity, Light, pH, Dissolved Oxygen,
Conductivity,  Vibration, Pressure, Sound, Temperature, RPM, Hz, Load
cell ( Weight, Force ), Potential
( Angle, Level ). ACV, ACA, DCV, DCA, WATT....  

* Control output : 2 points ( COM, NO ). 
* Alarm output : 2 points ( COM, NO ).  
* DC12V power supply output.  
* RS232/USB computer interface.  
* Power : 90 ACV - 264 ACV, 50/60 Hz.  
* DIN size : 96 x 48 mm. Depth : 107 mm.

123

Humidity probe
( included )

pH electrode, PE-21
( Optional )

SERIESController/Monitor
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SERIESSoftware
Interface cable

8 meters/64 channels 
DATA ACQUISITION SOFTWARE
Model : SW-808
* Multi-instruments data logging system and data recorder

software.
* Available for most LUTRON meters ( if it build in the RS232

computer interface ). Each meter should cooperate one USB cable
( USB-01 ). Connect the ear phone plug" of USB cable to the
meter s RS232 output and the USB Pug of USB cable to the
computer s  USB port ". Run the software, in the computer select
the convenient COM port to make the correspondence to each
USB cable ( each meter ). For example COM3 refer to Meter 1,
COM 4 to Meter 2. COM4 refer to Meter 3...

* The multi-instruments and multi-displays ( 1/2/4/6/8 displays )
powerful Windows program available for WIN 98, XP, Vista, WIN 7
which enables you to cooperate the LUTRON s RS232
instruments ( max. 8 meters ). It provides the functions of data
logging system ( max. 65,000 data ), high/low warning, data query,
Data file can convert to Excel file, wide intelligent applications. 

* Max. Display : 64 channels ( 8 meters x 8 channels ).
* Sampling time can set from 1 to 3,600 seconds. 

USB CABLE
Model : USB-01 
* The computer interface cable, one side connect the meter s RS232

output, the other side plug into the USB socket of computer

USB cable
USB-01



8 to 1 RS232 CONVERTER
Model : RSC-801
* RSC-801 is designed to connect 1 to 8

PCs LUTRON instruments ( if it build in
RS232 data interface ) and convert all
meters' RS232 signal together to one
RS232 output.

* Application example 1 :
Apply software SW-U801-WIN, each
software can cooperate one meter only
typically. If intend let several meters (
max. 8 meters ) cooperate with the SW-
U801-WIN, it can use the RSC-801 to
accept more meters to its input terminals
then connect the RS232 output of RSC-
801 to computer.

* Application example 2 :
For the SD Card Datalogger DL-9602SD 
( refer to page 100 ), each  DL-9602SD
only can cooperate with one LUTRON
RS232 meter. If intend let more RS232
meters ( max. 8 meters ) cooperate with
DL-9602SD, it can use  the RSC-801 to
accept more meters to its input terminals
then connect the RS232 output of 

RSC-801 to DL-9602SD.

* Date output of RSC-801 :
a. Connect the optional RS232 cable 

UPCB-02 will get the RS232 plug ( to 
COM port ).

b. Connect the optional USB cable 
USB-01will get the USB plug ( to USB 
port ).

* The interface cable between the input
meter and the RSC-801
is the GMCB-89.

INTERFACE CABLE
Model : GMCB-89
* The interface cable that connect the

LUTRON RS232 instrument to the
RS232 converter RSC-801.

* The interface cable that connect the
LUTRON RS232 instrument to the
GSM controller GSM-889.

SERIESRS232 CONVERTER
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INTERFACE CABLE
GMCB-89

RSC-801



AM-4100G 95

AM-4207SD 96

AM-4214SD 96

BCT-4308 104

BPH-231 104

BTM-4208 103

CA-08 122

CD-4307SD 98

CL-2006 114

CM-9930R 109

CM-9941 109

CM-9942G 93, 109

CT-2012 123

DI-6400 106

DL-9602SD 100

DM-9982G 93

DM-9983G 93

DO-5512SD 98

DT-2249A 110

DT-2336G 93

DT-2349 110

DW-6160 105

DW-6092 106

EH-20 104, 122

EM-900P 116

EM-9200 121

EM-9300SD 99

EMF-810 111

EMF-819 119

EMF-832 111

EMF-839 119

GC-2028 117

GCH-2018 117

GCO-2008 117

GM-610P 122

GMCB-89 125

GU-3001 118

HT-3007SD 96

HT-4006G 95

LCR-9073A 116

LM-8010 122

LM-8020G 95

LM-8100 107

LM-8102 107

LX-104G 95

LX-1128SD 96

MCH-383SD 102

MG-3002 118

MHB-382SD 102

MHT-381SD 101

MO-2013 115

MS-7011 115

MS-71P 115

MTM-380SD 101

PCO-350 108, 107

PDT-2250 123

PE-02 120

PE-08 120

PH-109G 94

PH-209G 94

PH-223 108

PH-230SD 98

PH-321M 120

PHT-3109 123

PM-9102 120

PO2-250 108, 117

PPH-2108 123

PRS-2321 123

PS-9303SD 97

PS100-xxBAR 97

PUV-360 108, 113

PVB-820 108

RSC-801 125

RT-616 120

SL-3113G 94

SL-4023SD 97

SL-4112 116

SL-4113G 94

SW-808 124

TM-928G 95

TM-947SD 97

TM-966 116

TQ-8803 112

TU-2016 114

UPCB-03 100

USB-01 124

UV-340A 113

VB-8205SD 97

VB-8206SD 97

WA-2015 103

WA-2017SD 99

YK-254UVC 113

YK-35UV 113

YK-365UVA 113

YK-37UVSD 98, 113

Model Page Model Page
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1) MEASURING INSTRUMENTS

* 3 phase rotation tester, motor tester......................... 120

* Anemometer ( hot wire type )....................................96

* Anemometers ( vane type ).......................................95, 96, 99, 107, 116, 121, 

122 

* Balance.....................................................................122

* Barometer................................................................. 102

* Bench testers ...........................................................103, 104

* Carrying case............................................................122

* Chlorine meter...........................................................114

* Clamp meters............................................................93, 109

* CO2 meters ( Carbon dioxide meter )....................... 102, 117

* CO meters ( Carbon monooxide meter ).................. 108, 117

* Conductivity ( TDS ) meters......................................98, 99, 103, 104

* Controllers (  RPM, %RH, pH, RS232 ).................... 123

* DMM, Multimeters.....................................................93

* Data logger meters ( real time data logger meters ). 96, 97, 98, 99, 100, 101, 

102,103, 104, 106, 113, 

116, 119

* Dissolved oxygen meters......................................... 99, 103

* Electrode holder........................................................104, 122

* Electromagnetic field tester ( low frequency )........... 111

* Electromagnetic field testers ( radio frequency )...... 119

* Environment meter................................................... 99

* Humidity / Temp./ Dew point meters......................... 95, 96, 99, 101, 102, 115, 

116, 117, 121, 122, 123

* Insulation tester.........................................................105

* Intelligent meter.........................................................121

* Interface cables ( RS232, USB  )..............................100, 124, 125

* LCR meter.................................................................116

* Lux meters, Light meters.......................................... 95, 96, 99

* Magnetic meters ( Gauss meter )............................. 118

* Manometer................................................................120

* Microwave leakage detector..................................... 111

* Milliohm meter...........................................................115

* Multimeter................................................................. 93

* ORP meters.............................................................. 94, 98, 99, 103, 104

* pH electrodes............................................................99, 103, 120

* pH meters ( pH controller )........................................94, 98, 99, 103, 104, 120,

123

* Power analyzer......................................................... 106

* Pressure meter......................................................... 97

* Pressure sensors......................................................97

* RS232 converter....................................................... 125

* Salt meter................................................................. 98, 99

* Scale, Balance..........................................................122

* Software....................................................................124

* Sound level meters................................................... 94, 99, 107, 116, 121

* Stroboscopes............................................................110

* Tachometers ( photo, contact, controller ) ................93, 123

* Thermometers ( Pt 100 ohm )...................................97

* Thermometers ( Thermocouple )...............................95, 96, 97, 99, 101, 107, 

116, 121, 122

* Thermometer ( Infrared )...........................................116

* Thermometer ( 12  channels recorder ).................... 103

* Torque wrench.......................................................... 112

* Turbidity meter.......................................................... 114

* UV light meters......................................................... 98, 108, 113

* Vibration meters........................................................97, 108

* Watt/Leakage meters................................................105

2) GREEN POWER METERS.....................................93, 94, 95

3) SD CARD DATALOGGERS.................................... 96, 97, 98, 99, 100, 101, 

102, 103, 106

4) MONITORS, SD CARD RECORD.......................... 101, 102

5) BENCH TYPE METERS......................................... 103, 104

SYSTEM CERTIFICATION

LUTRON main factory
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